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Type I: Materials and Procedures for General Exterior
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Effect on Painted Surfaces Conforms
Residue Conforms
Sandwich Corrosion Conforms
Stress Crazing Test on Acrylic Plastics Conforms
Immersion Corrosion, Aluminum Conforms
Cadmium:Removal Conforms
Hydrogen Embrittiement Conforms
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4.

Stress Crazing Test.on Acrylic Plastics: The compound shall not cause crazing,
crack:ng, or other attack on acrylic based plastics when tested in accordance with
ASTM F 484, using Type C material at a stress level of 4500 psi.

As received: No crazing, cracking or other atfack.

Result _Conforms.

Immersion Corrosion Test: The average welght loss of alu minum alloy specimens
shall not.exceed 10 milligrams per colipofi when tested per ASTM F 483. The
aluminum alloy 7075~T6 alclad coupons shall conform to Federal Specification QQ-
A-250/13 Temp-T6, with corners.and edgés smoothed.

As received: 1.0 mg after 168 hours (no visible corrosion)

Result Conforms

Cadmium Removal Test: The average weight loss of cadmium from low hyd rogen
embrittlement cadmium plated steel shall not exceed 10 milligrams per coupon
when tested per ASTM F 483. The test duration ‘shall be 24 hours. The test
specimens shall be 1 x 2 x 0.040 inch 4130 steel panels (MIL-S-18729) with comers
and edges smoothed and then plated with 0.003 to 0.006 inch of low hydrogen
embrittlement cadmium plating (P/N 7452876-23)

As received: + 0.2 mg after 24 hours (no visible corrosion)

Result Conforms

Hydrogen Embrittlement: Hydrogen Embrittiement testing shall be in accordance
with ASTM F 519, Type 1C.
As received: No failures within 150 hours.

Result Conforms




